WESTOVER - THIRD SET OF QUESTIONS

1. What type of neters are the 12 that exist on the base that we would
be responsible for reading and/or servicing? Can you provide brand
names and nodel of these neters?

a. All neters are the socket type neters. Unsure of exact brand and
nodel, if required would need sonme tinme to survey and obtain the info.
Believe there are nore than one brand.

2. Do they meet ANSI C12 revenue accuracy and configuration
requirenents? If so, are they socket type neters?

a. Unsure if ANSI Cl2 requirenent is net, would need to research.
They are all socket type.

3. What is the data that is required for nmeter reading purposes? How
frequently does the data need to be collected and in what format does
it need to be provided?

a. Data required is last nonths reading, |atest nonths reading,
change in readi ngs, conversion factor and Kwh usage. Readings are
required monthly, neters need to be read nearest the first day of each
nonth. Information to be formatted as a nonthly neter readi ng report
and sent to Civil Engineering. During systemtransition subnittal can
be di scussed and possibly submtted to base CE via enail

4. How accessible are the neters (inside /outside)?

a. Mbst neters are located outside the facilities(refer to ROWNfor
poi nts of demarcation), at least two neters are pole nmounted, a few may

be i ndoors. Access will be allowed to the new owners as there are
supporting equi pnment that they are required to maintain. One neter is
the primary feed to the base and nust be read for billing verification

and energy managenent, but this meter is owned and nai ntai ned by
Chi copee El ectric Light

5. 1s there an opportunity for a site visit to exanmine the neters and
neter | ocations?

a. Qpportunity for site visits are available this week and part of
next week and the week of Thanksgi ving. Base POC nust be contacted to
arrange.



